PERIMETER EROSION BARRIER

EXISTING TIMBER
(LENGTH = 50 FT.)

PILE DOLPHIN
STA. 379+24.16
OFFSET 86.50" LT.

ANCHOR DOWN TYP.
DETERMINED BY

MANUFACTURER w—— CHANNEL

3

SEDIMENT CONTROL
SILT CURTAIN

RADIUS TO BE DETERMINED
BY MANUFACTURER

ANCHOR TO PIER
OR AS DIRECTED

30’ ¢ MWRD DEEP TUNNEL
BY ENGINEER

3 INVERT EL. -220.00%

, : B SUBWAY TUBE
5 1 i o i s 5 T

378+00
J

¢ STRUCTURE

¢ CONGRESS PARKWAY
STA. 380+68.75

380+00
L

e

~"ABANDONED SHAF

SUBWAY TUBE

ABANDONED BRICK TUNNEL
(COMMONWEAL TH-EDISON CO.)

EXISTING

SUBMARINE
CABLES

e

EXISTING SUBMARINE
CABLES

i

SEDIMENT CONTROL
o reemsz SILT CURTAIN
WORK ZONE VARIES | PERIMETER EROSION BARRIER
+ 20 ANCHOR DOWN TYP. (LENGTH = 75 FTJ
AS DETERMINED )
BY THE ENGINEER . 6.05+ N
EL CHANNEL EMBANKMENT TURF \ RADIUS TO BE
N DETERMINED BY Z
BUOYANCY N
EER'\{[Z\LO(?ATER FLOAT — \ MANUFACTURER ANCHOR TO EXISTING TIMBER DOCK
- e SHORELINE/
- ( EXISTING TIMBER DOCKWALL
—— PILE DOLPHIN
T .8 b«—— TENSION y N STA. 382+18.13
o Fles CABLE |=— EXISTING SHE | o NN OFFSET 86.50' RT.
Bxl58 skrT— DOCKWALL STRUCTUR PO LN PLAN
s : RURNR SN N FLAN
£5g 0 BALLAST v \FLOTA TION ha FREEBOARD
L e CHAIN - © SEGMENT 4\ — HANDHOLD _ - .
& e P 1~ 0 o I voruaL warer NOTES: LEGEND
TN TR -
o | | | || | e - »EL 2,00 I ANY EXISTING CHANNEL EMBANKMENT TURF DAMAGED DURING S PERIMETER EROSION BARRIER
te— EXISTING TIMBER :o |_J I_] °} - CONSTRUCTION SHALL BE REPLACED OR REPAIRED ACCORDING
STREAMBED PILE DOLPHIN i i = TO ARTICLE 250.06 (b) OF THE STANDARD SPECIFICATIONS AND/OR
| \ ] 8 AS DIRECTED BY THE ENGINEER. THIS COST SHALL BE INCLUDED
TENSION A EXTRA FLOTATION TO COMPENSATE || = IN THE CONTRACT.
CABLE I FOR WEIGHT OF END CONNECTOR 1 > 2. THE CONTRACTOR SHALL INSTALL A FLOATING BOOM AROUND THE
{ GROMMET : o] WORK BARGE AREA IN THE EVENT OF OIL AND/OR FUEL LEAKAGE
SKIRTH / E, v FROM CONSTRUCTION EQUIPMENT AND TO ACCUMULATE EXCESS BROKEN
| o ° o o | TIMBER PILE PIECES DURING THE DOLPHIN REMOVAL ACTIVITIES.
\'“ ] THIS COST SHALL BE INCLUDED WITH SEDIMENT CONTROL SILT CURTAIN.
END i} BALLAST 3. ANCHOR CURTAIN TO MAINTAIN STATIONARY LOCATION THROUGHOUT
CROSS SECTION CONNECTOR IYPICAL CONSTRUCTION.
THRU WORKZOHE ELEVATION 5. SEE STANDARD 280001 FOR PERIMETER EROSION BARRIER DETALLS
SEDIMENT CONTROL SILT CURTAIN DETAILS : )
USER NAME = pateld DESIGNED - SBC REVISED - B SECTION counTy | JOTAL TSHEET
B PARSONS FILE NAME = DI6El-sht-eros.dgn DRAWN DCP REVISED - STATE OF ILLINOIS EROSION AND SEDIMENT CONTROL PLAN 389 2424.2 B-1 COOK 23 ry
£ — BRINCKERHOFF [0 scoc - vore CHECKED - AR REVISED - DEPARTMENT OF TRANSPORTATION CONTRACT NO. 6OELL
22 PLOT DATE = 10/15/2008 DATE - 10/15/08 REVISED - SCALE:  NONE ISHEET NO.6 OF 7a SHEETS ] STA. 379+08.67 TO STA. 382+42.67 FED. ROAD DIST. NO. 1 |ILLINOIS[FED. AID PROJECT




